CNC milling machine MAZAK HCN 8800 ISO 50 with
PELLANDA

OFFICINE MECCANICHE

Palletech-Mazak system and 6 additional pallet changer

MAINTENANCE AREA :12850

PALLET STOCKER
1000 FLOOR SPSCE : 10850 1000/(5 STOCKERS )
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M/C NO. 1
HCN—8800
(760 TOOLS)
Stroke
X 1.400mm
Y 1.200mm
Z1.325mm
Pallet size Mazak
L

N 6 1000 x 1000

Max. load on pallet
2.200 kg

Max. workpiece diameter
@ 1.450mm

Max. workpiece
Height @1.450mm

speed 8.000 rmp and max.
torque up to 1218Nm




PELLANDA

OFFICINE MECCANICHE

HCMN-8800
Standard H Hard metal package

Stroke X-axis (column right / left) 1400 mm

Y-axis (spindle up / down) 1200 mm

Z-axis (table back / forth) 1325 mm

Distance between table center to spindle nose 100 ~ 1425 mm

Distance between pallet top to spindie center 100 ~ 1300 mm
Table Pallet size 1000 x 1000 mm

Max. workpiece dimensions @ 1430 = 1450 mm

Pallet load capacity (evenly distributed) 2200 kg

Pallet top surface M16 x P2 , tapped 25 places, pitch 160 mm

Minimum indexing angle increment 1°

Indexing time 3.2 sec/90°
Spindle Max. spindle speed 10000 rpm 8000 rpm

Spindle gear range 2 (electric) 2 (electric)

Spindle taper MNo.50 HSK A-100

Spindle bearing ID @100 mm @120 mm

Spindle acceleration 3.0 sec (0 — 10000 rpm) || 3.5 sec (D — 6000 rpm)
Feedrate Rapid traverse rate (X, Y, Z-axis)*' 60 m/min

Cutting feedrate (X, Y, Z-axis)*' 1 ~ 60000 mm/min

Axis acceleration / deceleration 095G
Automatic Tool shank No.50 ‘ ‘ HSK A-100
tool changer

Tool magazine capacity 60

Max. tool dia. /
length (from gauge line) / weight
Max. tool diameter

8125 mm /630 mm /30 kg

(when adjacent pockets empty) 2250 mm*
Tool selection method Random selection / shortest path
Tool change time (chip-to-chip) 5.0 sec
Automatic Number of pallets 2
pallet changer
Change system Rotary type
Pallet change time 13.0 sec
Motors Spindie motor (30 min. rating / cont. rating) 37 /30 KW (50 /40 HP )
Power 60 Hz Motor (30 min. rating / cont. rating)  98.68 kWA / 88.75 kKVA 107.35 kKVA J 97.36 KVA

requirement
50 Hz Motor (30 min. rating / cont. rating)  96.79 kKVA/ 86.86 kKVA || 105.46 kVA/ 95.47 kVA

Air supply (pressure / volume) 0.5 MPa ~ 0.9 MPa / 350 L/min
Machine size Machine height 3726 mm
Floor space requirement 4208 mm = 8186 mm
Machine weight 30000 kg
Sounds Equivalent continuous sound pressure
level at operator pOSitiDn Less than 80 dB (A)

(depend on equipment options)

*! Limited feedrate with continuous axis movement
*2 When adjacent pockets are empty and pockets next to them have tools less than @240 mm, maximum tool diameter is 260 mm



